
Handling of PMS-4

The containers should be sealed with duct tape after every use and be stored in an even room 
temperature (at ~ +20°C).

Storage:

In well closed containers

In even room temperature

In low temperatures, the B component may crystallize. 

Applying.

The drilled wall  of the core holes as well  as the bottom of the hole shall be absolutely clean 
and dry.

Application must be done within 60 seconds after mixing!!

Mixing.

The measuring of the PMS-4 is done in volume dimensions (litre).

1. First measure the A component (the black material).

2. Mix the dehydrating material (the white material - Purmol).

3. Measure the B component (yellow/brown material) and mix.

Mixing table
       

                           
Mixed 

Material 
A component 

Black

Dehydrating  agent 
(Purmol) White

B component 

Yellow/Brown
litres litres litres litres

1.05 0.60 0.05 0.40

1.58 0.90 0.08 0.60

2.10 1.20 0.10 0.80

2.63 1.50 0.13 1.00

3.15 1.80 0.15 1.20

3.68 2.10 0.18 1.40

4.20 2.40 0.20 1.60

4.73 2.70 0.23 1.80

5.25 3.00 0.25 2.00

In humid weather the dehydrating agent can be raised from about 5% up to about 10% of the 
finished mixture.  The amount of the absorbtion agent used is not critical.
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